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Figure 16-1 Quick Checkout Procedure
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DIFFICULT TO DIAGNOSE  PROBLEMS CAN OCCUR IF MACHINE IS NOT PROPERLY GROUNDED.
THERE MUST BE A CONTINUOUS GROUNDING CONDUCTOR (AS SPECIFIED ON THE GROUNDING LABEL 
IN THE MACHINE'S  DISCONNECT BOX) FROM  THE VMC'S GROUND BUS TO THE GROUND BUS IN THE 
BUILDING'S POWER DISTRIBUTION PANEL.

1.2 1.2 .1 
1.2.2 

QUICK CHECKOUT

PROPER AIR PRESSURE AND ADEQ UATE AIR VOLUME IS CRITICAL FOR TOOL CHANGES.  
AIR PRESSURE REGULATOR O N MACHINE MUST BE SET AS LABELED (80-90 PSI AND 
120 PSI F OR TOO L OUT REGULATOR).  AIR SUPPLY TO  MACHINE SHO ULD BE 120 PSI .  
AIR HO SE TO  MACHINE MUST BE 3/8"  AND AS SHO RT AS POSSIBLE.  
AIR DISTRIBUTION PIPE IN BUILDING SHOULD BE A MINIMUM OF 3/4".  
THE PRESSURE DRO P AT THE MACHINE DURING A TOO L CHANG E SHOULD BE A 
MAXIMUM OF 3-5 PSI.
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Figure 16-2 Quick Checkout Procedure (Continued)
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Figure 16-3 Quick Checkout Procedure (Continued)
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