Fadal Maintenance Manual

CHART 7
AXIS MOTOR RUNAWAYS

AXIS MOTOR 6-15-95
RUNAWAYS

WHEN REPLACING MOTORS, CONNECT ALL WIRING AND VERIFY
CORRECT OPERATION BEFORE INSTALLING MOTOR IN VMC.
THIS WILL PREVENT DAMAGE TO MACHINE DUE TO RUNAWAYS.

AXIS MOTOR
RUNS AWAY AFTER
REPLACING THE
MOTOR

71 \I

POWER DOWN MACHINE.

PRESS EMERGENCY STOP.

CHECK WIRING AT AMP
AND
J4 JUMPER ON CONTROLLER CARD.

7.2 \|

POWER ON.
RELEASE EMERGENCY
STOP.

RESET AMPS BY
PRESSING JOG.

WAS MOTOR

NO
THDEOIE)fls WIRED EXACTLY CORRECT WIRING
RUN AWAY? THE SAME AS OLD AND RETEST

MOTOR?

7.4 7.4.2

CHECK RESOLVER COUPLER.
CHECK AND ADJUST
RESOLVER CONNECTOR
WITH SERVICE TOOL ST44.
CHECK TACH CONNECTIONS.
RETEST.

7.4.1a \l

REVERSE
MOTOR WIRES
AND RETEST

THERE ARE 4 POSSIBLE
MOTOR WIRE/TACH WIRE
COMBINATIONS.

REVERSE MOTOR WIRES AND RETEST. 6o T0

IF STILL RUNNING AWAY, —=t CHART 4
REVERSE TACH WIRES AND RETEST.
IF STILL RUNNING AWAY,
PUT WIRES BACK IN ORIGINAL
CONFIGURATION. 7.4.1c.2

DOES
IT STILL
RUN AWAY?

7.4.1c.1

IS THE PUT MOTOR WIRES

MOTOR TURNING BACK AS WIRED
IN THE CORRECT BEFORE AND >t RETEST
DIRECTION? SWITCH TACH WIRES
74141 7.4.1d.2

Figure 16-15 Axis Motor Runways

March 2003 Section 16: Troubleshooting 563



