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SECTION 8

Siemens
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WRG_0002H_siemens_control_1of5

WHEN USING 2015 POWER SUPPLY,
AUGER AND AIR OIL RECEIVE 

POWER FROM J4 OF 2015.

FA
D
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  2

01
0-

1B

POWER SUPPLY MAY 
BE 2015 BOARD 
MOUNTED ON 
2010 BOARD
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WRG_0002H_siemens_control_2of5
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WRG_0002H_siemens_control_3of5
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WRG_0002H_siemens_control_4of5_electrical
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WRG_0001K_Dual_Arm_Tool_Changer_1330-1

0213
PCB-0245

TOOL INSERTER INTERLOCK MUST BE 
JUMPERED IF MACHINE IS NOT 50 TAPER.
SEE WRG-0047 FOR WIRING OF TOOL 
INSERTER INTERLOCK.

1330-1B
PCB-

12
J14

TOOL INSERTER INTERLOCK

DRAWBAR SSR MUST BE 
REPLACED BY JUMPER FOR 
DUAL ARM TOOL CHANGER

SET TO
1.9A 40 TAPER
1.6A HMC 
3.5A 50 TAPER

SET TO
1.1A 40 TAPER
1.6A HMC 
3.5A 50 TAPER

AUGER

WASHDOWN PUMP

OTHER OPTIONS
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Wir_0019C_scale_cable_siemens
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Wrg_0031A_mp12_probe_siemens

RENISHAW
     OMI
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Wrg_0035D_ts27_probe_siemens
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Wrg_0036D_mp12_ts27_combo_siemens
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Wrg_0038A_mp11_siemens
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Wrg_0002I_siemens_control_5of5
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WRG_0060A_Dual_Arm_Tool_Changer_Siemens

OTHER OPTIONS

WASHDOWN PUMP

AUGER

TOOL INSERTER INTERLOCK MUST 
BE JUMPERED IF MACHINE IS NOT 
50 TAPER.
SEE WRG-0047 FOR WIRING OF 
TOOL INSERTER INTERLOCK.

NOTE 1: REMOVE EXISTING WIRES FROM 1100-2 TB1 23 & 24,
       AND SPLICE TO 1330-0 J7  1 & 2.

DISCONNECT EXISTING DRAWBAR CABLE 
IN SPINDLE MOTOR BOX.
INSTALL NEW DRAWBAR CABLE TO 1330-0 J2.

DRAWBAR SSR MUST BE 
REPLACED BY JUMPER FOR 
DUAL ARM TOOL CHANGER

VMC MAY HAVE EITHER 2000-1 BOARD OR 1310-0.
IF NEITHER IS PRESENT JUMPER J6-7 TO J6-8 ON 1330-0.
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WRG_0039B_siemens_840D_1of2
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WRG_0039B_siemens_840D_2of2

S
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